S4

FEATURES

Wliniature light weight relay

Lowe coil power consumption

switching capacity fraom 94 to 194

Dust caver or sealed type

SPECIFICATIONS
COIL RATING
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CHARACTERISTICS
Contact Arrangement SPST(1 Farm &), SPODT (1 Form C),  SPST (1 Farm B)
Contact Material silver Allay
Contact Resistance A0mE Max.

Contact Rating (Resistive Load)

A4, 28VDCA2EVAL 104 28YVDCHZ2EWAL 164 28VDICH 28VWAL

=witching Yaltage

Dz 11 Max, AC 380% Max.

Operate Time

12ms

Felease Time

aims

Inzulation Fesistance

100M52 Min. {500 D)

Dielectric Strength

1000% AC (BOHz/min.) Between apen contacts
1500% AC BOHzmin.) Between cail and contact

shock Fesistance

10g Approx.

Yibration Resistance

55Hz, Double amplitude 1.5mm

Ambient Temperature

-A0°C to +70°C

Hurmidity 45 - 55% RH
, ) Z
Operation Life MECh?HICE” ;10 .
Electrical . 10 (At rated load)
Weight 18g Approx.

[zpecifications are subject to change without notices. |
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ORDERING INFORMATION

54 C-S5S 15 DC12V
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(l.e. S4C-515-DCT2 s a SPOT, 198mp, fully sealed, 12%0DC cail relay.)
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