S4H

FEATURES

Miniature light weight relay
Lowe coil power consumption
owitching capacity fram 94 to 154

oealed type 1s available.

“ c“ Fecaognized

SPECIFICATIONS
COIL RATING
RATED ColL RATED MUST OFPERATE | MUST DROPOUT et AT A LI A POWER
YOLTAGE |RESISTAMCE| CURREMNT WOLTAGE YWOLTAGE WOLTAGE COMSUMPTION
(v D) | f+/-10% () % OF RATED WOLTAGE (At +20°C) (M)
3 25 120
b 100 B0
L E 225 40
% 15 00 0 0.36 Approx.
24 1600 15
43 BA00 7.5 :
2 o 150 75 Max. 10 Min. 130 Max.
3 R
= 0.45 Approx.
£ 12 320 375
o 24 1280 19
43 5120 9.5
CHARACTERISTICS
Contact Arrangement oFST (1 Form &), SPST{1T FORM BY,  SPDT (1 Farm C)
Contact Matenal oilver Alloy
Contact Resistance A0msd Max.

A4 VDO TOVAL 124 28%DCA WAL

Contact Rating (Resistive Load) TA JBVDCA10VAC 154 28VDCH 10VAC

=witching Yaltage D 128% Max., AL 250% Max,
Operate Time Tams

Release Time Arms

Insulation Resistance 100MES Min. {&00% DCY

Fa0% AC [B0Hz/min.) Between open contacts

Dislectric Strength 1500% AC (EOHz/min.) Between coil and cantact

=hock Resistance 10g Approx.
“ibration Hesistance 10-55Hz, Double amplitude 1.5mm
Ambient Temperature AN to 4850
Hurmidity 45 -85% RH
Cperation Life Mechgmcal : 1III;

Electrical - 107 (At rated load)
Weight 1ag Approx.

[zpecifications are subject to change without notices. |




S4H

ORDERING INFORMATION

PIC reray

S4H C -S 12 DC12V

RATED “OLTAGE
554,
-7 A
COMTACT CAPACITY 19194,
15--154,
MIL : DUST COWER
= . SEALED TYPE
A1 FORM A
COMTACT ARRAMGEMENT B 1FORME
C:1FORMC
RELAY MODEL
(e, SAHC-S12-DC12Y 15 a SPOT, fully sealed, 12amp and 12%DC cail relay.)
DIMENSIONS {(UNIT:mm)
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