SS2

SOLID STATE RELAY

Ultra Slim Type

FEATURES

Ultra Shm Type

34 Switching Load
bOOY Blocking “oltage
2000% [zolation

Fero Yoltage Turn-On
FCE Mounting

oealed Type
SPECIFICATIONS
COIL RATING
INPUT RATING (AT +20°C)
RATED YOLTAGE IMPEDAMNCE CURREMT YOLTAGE CURREMT
WOLTAGE RAMNGE (03 +- 10%) (ma) CIM OFF
v DL (v DL (%) (%)
5 4-B 470 15 4 1
12 HE-14.4 1500 15 S5 1
24 19.2-28.8 3000 15 19.2 1
OUTPUT RATING
WOLTAGE RANGE A0-250% AL YOLTAGE DROP 1.8WAC
MAK. CURRENT RATIMNG 34 M. LOAD CURRENT 100mA,
SURGE CURREMNT
(NON REPETITIVE) a0A, LEAKAGE CURRENT 1.5mA
ZERD WOLTAGE SWITCHING YES TIME TURN-OM Vo of Cycle + 1ms
Crv 4 O 100w 1 5 TIME TURM-OFF W of Cycle + Tms
FREQLUEMNCY RANGE 47 - 70 Hz
GENERAL CHARACTERISTICS

DIELECTRIC STREMGTH

2000%AC (1 Minute)

INSLILATION RESISTAMCE

100 Min, (At 500D

OPERATIMNG TEMPERATURE RANGE

-30°C to +80°C

TERMIMATION

F.C.B. Terminal

WEIGHT

by Approx.

[Zpecifications are subject to change without notices. |




SS2 SOLID STATE RELAY PI(

ORDERING INFORMATION
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RATED “WOLTAGE

CUTPUT FORM
MIL . PHASE
L D ZERO-CROSS

RELAY MODEL
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Load Current ws Ambient
Temp. Characteristics

Load Current [A]

-40-200 40 40 6030100

Ambient Temp.” ¢





